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P7072D
Special Direct Burial Irrigation 
Control Cable

1.0 SCOPE
1.1 Description

1.1.1 2-conductor control cable 
design consisting of tin coated 
copper conductors, insulated 
with PVC and having a high 
density polyethylene direct 
burial jacket.

1.2 Standards Compliance
1.2.1 UL Standard 493 and 83 for 

TYPE UF/TWU

2.0 CONSTRUCTION
2.1 Conductor

2.1.1 Material: Soft annealed tin 
coated solid copper.

2.1.2 No. of Conductors: 2
2.2 Construction

2.2.1 Solid: 14AWG–12AWG
2.3 Outer Jacket

2.3.1 Material: Pressure Extruded 
High Density PE

2.3.2 Wall Thickness: .045"
2.4 Insulation

2.4.1 Material: Polyvinyl Chloride 
2.4.2 Markings: PAIGE (R) ELECTRIC 

USA P7072D XX AWG (X.XX 
mm2) SIZE 2C VOLTAGE* 
DIRECT BURIAL SUNLIGHT 
RESISTANT FOR MAXI/2-WIRE 
SYSTEMS RoHS DD/MM/
YYYY

2.5 Electrical properties
2.5.1 Maximum Voltage: 48V

2.6 Temperature Rating
2.6.1 Installation: 75C
2.6.2 Operation: 75C

*The inner conductors are rated and labeled as 600V. The 48V rating on the 
print legend of the outer jacket is intentional, so as to prevent the use of this 
“irrigation cable” as “building wire.” The normal uses for this cable are for 
Rain Bird Maxi and 2-wire systems, for which the applied/operating voltage 
is well below the 48V rating.
Maxi is a trademark of Rain Bird Corporation.

3.0 CONFIGURATIONS

Description Put Up
Insulation 
Wall O.D. Weight Item No.

14AWG 
Maxi Direct 
Burial 
Cable

500ft, 
1000ft, 
2500ft

.060" .280" 
x .470"

86lbs/ 
1000ft

 Red 180115C

 White 180126C

 Black 180127C

 Orange 180114C

 Blue 180116C

 Yellow 180118C

 Purple 1801181C

 Brown 1801182C

 Pink 1801151C

 Gray 1801183C

 Green 180117C

12AWG 
Maxi Direct 
Burial 
Cable

1000ft, 
2500ft .060" .300" 

x .505"
105lbs/ 
1000ft

 Red 180161C

 White 180170C

 Black 180160C

 Orange 180165C

 Blue 180162C

 Yellow 180163C

 Purple 180168C

 Brown 180166C

 Pink 180169C

 Gray 180167C

 Green 180164C


