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P7079D
Golf Course Valve Control Wire

3.0 CONFIGURATIONS

Description Put Up
Insulation 
Wall O.D. Weight Item No.

14AWG PE 
GOLF WIRE

500ft, 
1000ft .045" .154" 20 lbs/ 

1000 ft

 Red 150040C

 White 150050C

 Black 150060C
 Orange 150070C
 Blue 150080C
 Yellow 150090C

 Purple 150100C

 Brown 150110C
 Tan 150120C
 Pink 150130C
 Gray 150140C
 Green 150150C

12AWG PE 
GOLF WIRE

500ft, 
1000ft .045" .171" 29 lbs/ 

1000 ft

 Red 150160C

 White 150170C

 Black 150180C
 Orange 150190C
 Blue 150200C
 Yellow 150210C
 Gray 150240C
 Green 150250C

10AWG PE 
GOLF WIRE

500ft, 
1000ft .045" .192" 42 lbs/ 

1000 ft

 Red 150260C

 White 150270C

 Black 150280C
 Orange 150290C
 Blue 150300C
 Yellow 150310C
 Green 150350C

1.0 SCOPE
1.1 Description

1.1.1 Valve control wire, this 
product is constructed 
with a solid copper 
conductor and polyethylene 
insulation, for the harsh 
direct burial conditions 
where chemicals such 
as fertilizers, herbicides, 
pesticides, and fungicides 
are frequently applied

1.2 Standards Compliance
1.2.1 UL Standard 1551 600V 

Rating, 
UL Standard 1493 30V 
Rating

1.2.2

2.0 CONSTRUCTION
2.1 Conductor

2.1.1 Material: Bare Copper
2.1.2 Construction: Solid 

14AWG–10AWG
2.2 Insulation

2.2.1 Material: Polyethylene 
2.2.2 Markings: PAIGE ELECTRIC 

USA P7079D XXAWG 
(XX.X mm2) PE LISTING 
SPRINKLER SYSTEM WIRE 
VOLTAGE DIR BUR SUN 
RES RoHS DD/MM/YYYY

2.3 Temperature Rating
2.3.1 Installation: -55C to 60C
2.3.2 Operation: -55C to 60C


